
A I R  S T O R A G E

F I L L  P A N E L S

BAUER High Pressure Air Storage Systems meet the code requirements of either the Department
of Transportation or the American Society of Mechanical Engineers. Storage systems are available with
5000 PSI and 6000 PSI DOT cylinders or 5250/7000 PSI dual rated ASME cylinders. Optional mounting
racks are available.

• ASME vessels with working pressures of 5000 PSI, have a safety factor of 4 to 1.
• ASME vessels with working pressures of 6000 PSI, have a safety factor of 3 to 1.

ACCESSORIES
S Y S T E M  C O M P O N E N T S

D.O.T. cylinders can be wall mounted or mounted in the welded steel rack.

VESSEL DOT 5000 PSI DOT 6000 PSI ASME 5000 PSI ASME 6000 PSI
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MATERIAL Lightweight Steel Alloy Lightweight Steel Alloy Steel ASME SA 372 Steel ASME SA 372

CAPACITY 486 scf @ 5000 PSI 509 scf @6000 PSI 436 scf @ 5000 PSI 491 scf @ 6000 PSI
WORKING PRESSURE 5000 PSI 6000 PSI 5000 PSI 6000 PSI

TEST PRESSURE 7500 PSI 9000 PSI 7875 PSI 10,500 PSI
DIAMETER 9 3/8" 9 9/32" 9 5/8" 9 5/8"

HEIGHT 55" with Valve 55" with Valve 54" without Valve 54" without Valve
WEIGHT 175 lbs. 188 lbs. 400 lbs. 400 lbs.

CYLINDER VALVE CGA DF Standard Valve Supplied Standard Valve Supplied
FINISH Primer and Topcoat Primer and Topcoat Primer and Topcoat Primer and Topcoat

BFP – Basic Fill Panel Designed for Conversion to a Cascade Panel. Suitable
for Wall Mounting or for Attachment to DOT or ASME Storage Cylinders. Includes
an Adjustable Regulator, Inlet/Outlet Gauges, Relief Valve, Fill Control Valves and
Inlet Port for Storage Refill. (Available with Two or Four Fill Whips.)

BFP/CSCD – the Designation for Cascade Fill Includes a Shut-Off Valve and
Gauge for up to Four Banks of Storage. This Feature can be Factory Installed or
Easily Added Later by the User.

BF450-FCP Four Bank Fill Control Panel
for Dual Function Cascade Control. Panel
includes Adjustable Regulator, Air Inlet
and Outlet Gauges, Fill Control Valves,
Bank Valves and Gauges, and an Air
Direction Valve allowing Single Point Air
Management.

BFP-2 BASIC FILL PANEL
Shown with Two Fill Whips and SCUBA Connectors

HIGH PRESSURE BRIEFCASE FILL
21.5"L - 9"W - 15"H

BF450-FCP
18"L - 12"W - 38"H

Available in High and Low
Pressure Versions Supplied
in Lockable Carrying Case.

B R I E F C A S E
F I L L  PA N E L S

Class V Type A AISI 4130 Class V Type A AISI 4130

C O N V E R T I B L E  F I L L  PA N E L S

W A L L  M O U N T  F I L L
C O N T R O L  PA N E L

BFP-2 / CASCADE / 4

D.O.T. Cylinders
Vertical Configuration
5000 PSI or 6000 PSI  

A.S.M.E. Cylinders
Vertical Configuration
5000 PSI or 6000 PSI  



ACCESSORIES
S Y S T E M  C O M P O N E N T S

A I R  P U R I F I C A T I O N

S E C U R U S I I –
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Check
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BAUER Air Purification Systems purify high pressure air to a quality that meets or
exceeds the requirements of CGA Pamphlet G-7, Compressed Air for Human Respiration,
ANSI /CGA G-7.1, Commodity Specification for Air, Grade E,
and all other recognized standards for breathing air.

SECURUS II ensures 100% utilization of the air processing
cartridges because the moisture sensor is embedded directly
in the molecular sieve. The SECURUS cartridge, with its
moisture sensor, is the last cartridge in the air processing
system. SECURUS II is powered from the PLC Control
System and provides for automatic warning and shutdown
when the SECURUS cartridge becomes saturated. The
SECURUS II can be mounted locally to the SECURUS
cartridge chamber or to the compressor’s control panel.
SECURUS II is available for working pressures from
2000 – 6000 PSIG and flow rates to 125 SCFM.

Purification Moisture Monitoring for Pure Breathing Air

* P12 and P14 only available with SECURUS.
+ Air Processing Capability based on standard inlet conditions, 68o F.,

a Pressure of 14.70 psia and a relative humidity of 36% (0.0750 density).
++ 5000 PSI Maximum Pressure, Triplex Design is not incorporated on a panel.

P0++ 3,200 cu. ft.

P2 40,000 cu. ft.

P2 SECURUS 67,000 cu. ft.

P5 90,000 cu. ft.

P5 SECURUS 150,000 cu. ft.

P10 140,000 cu. ft.

P10 SECURUS 230,000 cu. ft.

P12 SECURUS* 420,000 cu. ft.

P14 SECURUS* 650,000 cu. ft.

PURIFICATION AIR PROCESSING
SYSTEM CAPABILITY+

UP TO 6000 PSI SERVICE

P31++ 11,760 cu. ft.

P41 28,700 cu. ft.

P41S 47,000 cu. ft.

P42 64,000 cu. ft.

P42S 107,000 cu. ft.

P43 100,000 cu. ft.

P43S 164,000 cu. ft.

PURIFICATION AIR PROCESSING
SYSTEM CAPABILITY+

P5
Air Purification
Panel Shown

Check
Valve

Safety
Valve

Vent
Valve
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As a recognized leader in high pressure breathing air compressor systems and component technology for
over sixty years, BAUER is pleased to offer the following products through GSA Contract #GS-07F-9711G. 

Please contact our Breathing Air Sales Department at (757) 855-6006 or send a request for information to
our email address at sls@bauercomp.com. Addtional information can be found on the GSA Advantage
website at www.gsaadvantage.gov.

• NSN 4310-01-465-1509
• BAUER Three Stage, Air Cooled

High Pressure Capitano Compressor
• YANMAR L60 AE-D 6.0 HP Air-Cooled Diesel Engine

with 3.7 Quart Fuel Tank
• BAUER P1 Air Purification System to process

15,000 cubic feet of air per cartridge
• 6.0 Charging Rate SCFM*

• 5.0 Free Air Delivered**

• BAUER Three Stage, Air Cooled
High Pressure Capitano Compressor

• Marinized YANMAR L60 AE-D 6.0 HP Air Cooled
Diesel Engine with 3.7 Quart Fuel Tank. Muffler and
Throttle Bracket Nickel Plated for Corrosion Inhibition.

• BAUER P1 Air Purification System to process
15,000 cubic feet of air per cartridge

• 6.0 Charging Rate SCFM*

• 5.0 Free Air Delivered**

• Stainless Steel Frame and Cover
• Ergonomically Designed Lifting Handles

• BAUER Three Stage, Air-Cooled High Pressure Junior II Compressor
• Electric Motor 11/2 HP, 110 Volt
• BAUER P0 Air Purification System to

process 3,200 cubic feet of air per cartridge
• 1.2 Charging Rate SCFM*

• 1.0 Free Air Delivered**

GSA PRODUCTS
HIGH PRESSURE AIR COMPRESSORS

C-D/DV/NAVY
Diesel Engine Drive 

C-D/DV/NAVY/SS
Diesel Engine Drive 

JRII-E1/ARMY
Electric Motor Drive 

C - D / D V / N A V Y  –  5 0 0 0  P S I

*Based on recharging an 80 cubic foot tank from 500 to 3000 PSIG.    **Compressor capacity referenced to standard inlet conditions.
E1 = Single Phase Electric, 230 VAC/60 Hz.     E3 = Three Phase Electric, 230/460 VAC/60 Hz.    Other voltages available on request.

Dimensions and weights are approximate and are subject to change.

C - D / D V / N A V Y / S S  –  5 0 0 0  P S I
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J R II - E 1 / A R M Y  –  5 0 0 0  P S I



Whether your need is for a portable diesel drive system for shipboard applications, a stationary
all-in-one system design to outfit your fire station or perhaps a trailer mounted compressor package,
we have the products to fit your need.

Our Tcom-13H four stage and Tcom-25H five stage 6000
PSIG designs are powered by a unique diesel/electric dual
drive system. Each system is equipped with a two position
containment fill station, an enclosed fill control panel, four
ASME storage cylinders and integral SCBA storage for up
to twelve SCBA cylinders. BAUER mobile trailer systems are
compliant per NFPA 1901. Optional packages are available.

• 13.0 and 25.2 Charging Rate SCFM*

• 10.8 and 21.0 Free Air Delivered**

• 10.0 and 20.0 HP

• BAUER Five Stage Air Cooled High Pressure Compressor
• Condensate Reservoir with Automatic

“Full” Indication and Compressor Shutdown
• Two (2) ASME Code Stamped Air Cylinders

installed in an Integral Rack
• 19.2 and 25.2 Charging Rate SCFM*

• 16.0 and 21.0 Free Air Delivered**

• 15.0 and 20.0 HP

OCEANUS-E3/NAVY
Electric Motor Drive

TCOM TRAILER
Diesel/Electric Dual Drive

Images shown
with option features

UNICUS III
Electric Motor Drive 

*Based on recharging an 80 cubic foot tank from 500 to 3000 PSIG.    **Compressor capacity referenced to standard inlet conditions.
E1 = Single Phase Electric, 230 VAC/60 Hz.     E3 = Three Phase Electric, 230/460 VAC/60 Hz.    Other voltages available on request.

Dimensions and weights are approximate and are subject to change.

O C E A N U S - E 3 / N A V Y  –  5 0 0 0  P S I

T C O M  T R A I L E R  –  6 0 0 0  P S I

U N I C U S  III  –  6 0 0 0  P S I

5 0 0 0 / 6 0 0 0  P S I  S E R V I C E  –  D E S I G N S

Models - UNI III/19H-E3 and UNI III/25H-E3
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• BAUER Three Stage Air Cooled High Pressure Oceanus Compressor
• Electric Motor 5 HP, 230 Volt
• BAUER P0 Air Purification System to Process 3,200

of Air per Cartridge at Standard Inlet Conditions
• 4.9 Charging Rate SCFM*

• 4.1 Free Air Delivered**




